‘ INSTALLATION INSTRUCTIONS
FOR WINDOW/DOOR

ultraGLASS
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INSTALLATION OF A FINLESS WINDOW/DOOR ultraGLASS

TOOLS REQUIERED

* Tape measure
* Level

* Sealant Gun, sealant
(depending on weather conditions)

* Screw Gun with a Phillips Driver bit,
square or forks

I

* Remove plastic wrap and cardboard packaging from the window.
Do not open the window until it is securely fastened.

* Inspect the product for any damage.
* Remove screens and hardware (if necessary).

* Before Installation, remove dirt and debris from all surfaces of the opening.



* Clean the opening.
Ensure it is dry and free from dirt,
oil and debris. picTURE 1

* Measure the width and height of the opening.
Verify rough opening size has 2" clearance in
both width and height.

* Measure diagonally to verify that the rough
opening is square. PICTURE 2

* Verify that the rough opening is level and
plumb.

- E

* Install and level shims at the bottom end.
Place additional shims under each mullion
and sliding window interlocker. picTurE 3

» Attach or set shims in adhesive sealant to
prevent movement after they are level.

Note: Improper placement of shims may result in
bowing the bottom of the window.

 Seal bottom end and corner edges up to 4”
the way up. PICTURE 4
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Note: Two or more people will be required

* Some products come pre-punched for
fasteners. If the product is not pre-punched,
mark fastener locations on the jambs
and head

* At each fastener location, countersink and drill
a pilot hole through the frame.

* Place window onto the shims and filt into the
rough opening. The window sill must rest on
and be supported by the shims. ricTurE 5

* Shim the side jambs at each pre-drilled hole
so the fasteners will penetrate sideways
the shims. pICTURE 6

* Fasten window through a side jamb through a
pre-drilled hole in one upper corner. PICTURE 7

* Inspect window for square, level and plumb
(adjust shims or remove and reinstall if
necessary).

* Fasten window in a similar manner through the
remaining corners, and then through the rest of
the fastener locations.
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* Create a continuous air seal on the interior
by filling the gap between the rough
opening and the window frame with sealant
all around window.

On doors do not apply sealant at the
bottom end. riCTurE 8

* On the exterior, apply sealant between the
window frame and the rough opening.
Do not apply at the bottom end. picTurE 9
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INSTALLATION DETAILS



SINGLE PANEL DOOR OUTWARDS OPENING @

INSTALLING ON METAL STUD

TOP & BOTTOM / WITHOUT NAIL FIN
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Apply insulation Sikaflex behind
@ the Frame positioning

Screw Frame on jambs

Apply insulation Sikaflex prior
the Sill positioning




SIDE / WITH NAIL FIN
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ultreGLASS

Apply insulation Sikaflex behind
@ the Nail Fin positioning

Screw Nail Fin on jambs




SINGLE PANEL DOOR OUTWARDS OPENING @

INSTALLING ON METAL STUD ultraGLASS

TOP & BOTTOM / WITHOUT NAIL FIN

Apply insulation Sikaflex behind

the Frame positioning
Screw Frame on jambs
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SIDE / WITH NAIL FIN
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ultreGLASS

Apply insulation Sikaflex behind
@ the Nail Fin positioning

Screw Nail Fin on jambs
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INSTALLING ON METAL STUD ultraGLASS

TOP & BOTTOM / WITHOUT NAIL FIN

/ METAL STUD @

Apply insulation Sikaflex behind
the Frame positioning

Screw Frame on jambs




2 SLIDING PANEL WINDOW

SIDE / WITH NAIL FIN

e

ultreGLASS

Apply insulation Sikaflex behind
the Nail Fin positioning

Screw Nail Fin on jambs




FIXED PANEL WINDOW

SIDE / WITH NAIL FIN
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ultreGLASS

Apply insulation Sikaflex behind
the Nail Fin positioning

Screw Nail Fin on jambs
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